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Rear Parts List: Tools Required:

271 3.0 Rear Bypass Shocks (336210) Floor Jack/Jack Stands

21 Rear Reservoir Brackets (250002) Metric Wrench/ Socket Set
47 Reservoir Clamps (Z812020) Standard Wrench/Socket Set

21 Rear Lower Shock Mount Extension (3364@2)
17 HardwareKit (KH02-123)

I Toyota Tacoma 3.0 m 100%
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REAR: With the vehicle on level ground, block the front tires. Using a floor jack, raise the rear end and support thé$rentte jesck
stands for safety. Remove rear titR©TE: Never work under an unsupported vehicle

1. Remove rear shocks by removing the lower moumtinigandbolt using a 17mmwvrench and socket. Then reweothe
uppermountng nut using a 14mnwrench or socket and remove shocks from vehicle.

IMPORTANT: Read all instructions thoroughly from start to finish before This kit does not require welding. Do not weld on any component. Welding may
beginning the install. Check parts list and make sure all parts are included in the void the warranty and/or cause the product to fail. If any parts are missing, or for
kit. If the instructions are not properly followed severe frame, driveline and/or tech assistance; Contact King Off Road Racing Shocks: 714-530-8701
suspension damage may result. Check for frame and suspension damage prior to Most important after the install, Feel the difference and have fun.

installation.
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2. Install lower shock mount extensioR#st slide the square nut into the lower shock mount as shown below.
Line up the nutvith the large hole on the back side of the mount.

3. Place the shox mount extension over the existing mount and line up the holes in the bracket with the holes
on the existing mount. Thread the 1/ 2 X 10 bol't

leave loose for now.

IMPORTANT: Read all instructions thoroughly from start to finish before This kit does not require welding. Do not weld on any component. Welding may
beginning the install. Check parts list and make sure all parts are included in the void the warranty and/or cause the product to fail. If any parts are missing, or for
kit. If the instructions are not properly followed severe frame, driveline and/or tech assistance; Contact King Off Road Racing Shocks: 714-530-8701
suspension damage may result. Check for frame and suspension damage prior to Most important after the install, Feel the difference and have fun.

installation.
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4. Place théower shock moungpacei(2509003)in the existing shock mount and install one of the 1/23X/R2 4 o
bolts (CB4730) with wash€CW1702) through the new brackepacer andxisting mount. Install a washer
(CW1702) and the thinylock nut (CN2800) but leave loose for now.

5. Now ti ght e monthelback sidé &f thexbradkét uding d 34 sookake sure the brackptills in
tight to the existingnount.

IMPORTANT: Read all instructions thoroughly from start to finish before This kit does not require welding. Do not weld on any component. Welding may
beginning the install. Check parts list and make sure all parts are included in the void the warranty and/or cause the product to fail. If any parts are missing, or for
kit. If the instructions are not properly followed severe frame, driveline and/or tech assistance; Contact King Off Road Racing Shocks: 714-530-8701
suspension damage may result. Check for frame and suspension damage prior to Most important after the install, Feel the difference and have fun.

installation.
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6. Install the King Shocksylinserting the upper mounting pinto the upper mountothe vehicle. Place the
washer{CW1803) on the pifollowed by the 5/8 nylock nut (CN2901), thread the nufimger tight for now,
you will tighten all hardware once everything is installed.

7.Place the rod end in thewer mount and install the 1/2 X2/ 46 bolt (CB4730) with
aware that these shocks have offset bearing spacers, the longer spacers should be towards the frame whic
the shock out towards the wheel, this is to procidarance between the shock and the leaf spring. Make sure
the longer spacers are towards the frame. Install the washer (CW1702) and thin nylock nut (@NQ@&0g0jen
both shock mount bolts to 90Glfis.

IMPORTANT: Read all instructions thoroughly from start to finish before This kit does not require welding. Do not weld on any component. Welding may
beginning the install. Check parts list and make sure all parts are included in the void the warranty and/or cause the product to fail. If any parts are missing, or for
kit. If the instructions are not properly followed severe frame, driveline and/or tech assistance; Contact King Off Road Racing Shocks: 714-530-8701
suspension damage may result. Check for frame and suspension damage prior to Most important after the install, Feel the difference and have fun.

installation.


http://www.kingshocks.com/

